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DESCRIPTION
RS-485 (clamp 1)
RS-485 (clamp 2)
Power supply FS
Power supply FS
+VCC (8-24 VDC)
-VCC
Relay 1 C (common)
Relay 1 NO (normally open)
Relay 1 NC (normally closed)
Input 1/2 common
Input 1 - potential-free!
Input 2 - potential-free!
Relay 2 C (common)
Relay 2 NO (normally open)
Relay 2 NC (normally closed) 
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Power supply
Unit
VDC

Value
8-24
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CABLE RECOMMENDATION
J-Y(ST)Y with ø 0.6 or 0.8 mm

Relay output
Potential-free
NO - 42 V/2 A

Relay output
Potential-free
NO - 42 V/2 A

Relay output
Potential-free
NO - 42 V/2 A
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DESCRIPTION
RS-485 (clamp 1)
RS-485 (clamp 2)
Power supply FS
Power supply FS
+VCC (8-24 VDC)
-VCC
Relay 1 C (common)
Relay 1 NO (normally open)
Relay 1 NC (normally closed)
Input 1/2 common
Input 1 - potential-free!
Input 2 - potential-free!
Relay 2 C (common)
Relay 2 NO (normally open)
Relay 2 NC (normally closed) 
Relay 3 C (common)
Relay 3 NO (normally open)
Relay 3 NC (normally closed)
Relay 4 C (common)
Relay 4 NO (normally open)
Relay 4 NC (normally closed)
Input 3/4 common
Input 3
Input 4
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Switch the termination of the first and the last device in the RS-485 bus line to "ON"
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Cable length
max. 5 m
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CABLE RECOMMENDATION
J-Y(ST)Y with ø 0.6 or 0.8 mm

Relay output
Potential-free
NO - 42 V/2 A

Relay output
Potential-free
NO - 42 V/2 A
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